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        PRODUKTY

        
	VÝPREDAJ TOVARU


	LIVE streaming


	VYCHYTÁVKY


	Kamery


	PTZ kamery


	 auto Kamery


	action kamery


	3D produkty


	Monitory


	Projektory


	Rekordéry


	Objektívy


	Audio Technika


	Čítačky


	Štúdiové zariadenia


	PLAYOUT systém


	Software


	Batérie a zdroje


	Brašne a kryty


	Svetelná technika


	Statívy a ovládanie


	Kamerové stabilizátory


	Spracovanie signálu


	Multiviewer



	Routre



	Nevion



	Analog video



	digital SD-SDI



	digital HD-SDI



	digital 3G/HD/SD-SDI



	Analog audio



	Digital audio



	Prevodníky


	Bezdrôtový prenos


	Káble a redukcie


	DIGITAL SIGNAGE


        

        
  DODÁVATELIA

  
    
      Všetci
ABC products
ABonAIR
ADOBE
AJA
AntonBauer
Apple
Atomos
BHV Broadcast
BlackMagic
Brightcast
camRade
Convergent design
E-IMAGE
Flolight
Focus
FTL
GeFei
HAGUE
IDX
JVC
Kessler
L'AIGLE
LCS
LEDPRO
Lilliput
Nevion
OSEE
PRO-X
Prompter People
RF
RODE
Roline
Rycote
Secced
Sennheiser
Vaddio
VariZoom
VECT
ZOOM
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      Nevion VikinX Sublime series

  
      V našej ponuke nájdete aj ďalšie kombinácie routerov zo série VikinX Sublime, podrobnejšie informácie si nájdete v priloženom PDF prospekte, prípadne nás neváhajte kontaktovať.

    

  
    
      Cena:
na ponuku


      
  [image: ponuka]
  



    

  
  

  
  
    
      
    

  

  
  
  
  
	 


	 


	VikinX Sublime


	

	

	In 2006 Nevion introduced VikinX Sublime, built to maintain and extend our leadership in the market for small and medium routing applications. VikinX Sublime raises the standard for reliability, affordability and flexibility in its segment.


	 


	A new era in compact routing


	

	

	VikinX Sublime offers the broadcast industry the most extensive range of matrix sizes available (8x8 to 64x64 and 16x2 to 128x2) and covers signal formats from analogue video/audio to HDTV, with our SMPTE-292 HD products providing support for the 3Gbps dual link standard. A full range of 3Gbps single link HD products is available, underscoring our commitment to providing future-proofed products wherever possible.


	 


	Flexible control solutions includes support for local and remote panels, equipped with professional broadcast quality programmable buttons. VikinX Sublime provides many of the powerful control features that have made the VikinX Modular range a success story. Control options such as serial control RS-232, Ethernet and Network Control Bus enable solutions from the VikinX Sublime range to fit into any application, from small production facilities up to large networks with centralized management through Multicon. In addition, numerous third party interface options allow the integration of VikinX Sublime at installations that employ proprietary vendor connectivity solutions.


	 


	VikinX Sublime offers flexible routing solutions for general purpose facility and on-air routing as well as mobile outside broadcast applications and sophisticated A/V applications.


	 


	KEY FEATURES:


	 

	
		Analog video/audio, AES, SD-SDI, E4, STM-1 from 8x8 to 64x64
	
		Multiformat HD-SDI from 8x8 to 64x64 with support for 3Gbps Dual Link HD
	
		Single Link 3Gbps HD from 8x8 to 128x128
	
		Non-square matrix sizes from 16x1 to 96x128
	
		Re-clocking and non-reclocking SD/HD-SDI
	
		All 3G/HD/SD-SDI routers are ASI compliant
	
		Control via Ethernet, RS-232, Network Control Bus (NCB)
	
		Space saving 5cm (2in) frame depth allowing front and rear rack mount
	
		Flexible matrix partitioning
	
		Flexible local and external control panels with professional broadcast quality buttons
	
		Programmable button configuration
	
		External control panels providing multipurpose GPI/GPO
	
		Ultra-low power, high-reliability design
	
		Dual DC power inlet
	
		Redundant power supplies with front indicators
	
		Seamless interoperability with VikinX Modular routers
	
		Sync with loop-through, tri-level on HD routers
	
		Mounting trays for brick power supply



	 


	 


    
      Kód produktu:   Nevion VikinX Sublime series
    

      
        
      

  


  
    
  



        
  		

  		
  		
  		  
  		  

  		

  		
  		
    
  
    
    
    	
    		




    	

    

  



